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.308 Win. SWISS P LR-1
11.3 g 
• Optimised bullet design for long range shooting

• Unmatched accuracy and consistency from batch to batchUnmatched accuracy and consistency from batch to batch

Images, drawings, technical details and in particular head stamps are for illustration purpose only, 
which do not necessarily correspond to actual products. All information and specifi cations shown in 
factsheets are non-binding and subject to alterations without prior notice at any time. 01.2025

Cartridge .308 Win.

Projectile HPBT, 11.3 g / 175 gr

Projectile material tombac jacket, lead core

Ballistic coeffi  cient G1 0.5474 (ICAO)

Primer/optional SINOXID 

Case material CuZn – alloy

Cartridge weight 25.3 g

Performance

Term of reference C.I.P.

Mean chamber pressure max. 4 150 bar (21 °C)

Mean muzzle velocity 790 ± 10 m / s  (2 592 ± 33 fps) 650 mm barrel

Mean muzzle energy (Min – Max) 3 526 J (3 437 – 3 616 J)

Accuracy at 300 m sa ≤ 14.5 mm 

Packaging

Standard cardboard box 10rds / cardboard box, 500rds / cardboard box

SPORT



.308 Win. SWISS P LR-1
11.3 g 

SPORT

ALL DETAILS ONLINE

Ballistic Coefficients 790 m/s 340 m/s 200 m/s
Drag Coefficient 0.2872 0.3655 0.1203
Ballistic Coefficient G1 0.5474 0.3317 0.5277
Ballistic Coefficient G7 0.2832 0.2651 0.306

Ballistic Coefficients fps 2592 fps 1115 fps 656 fps
Drag Coefficient 0.2872 0.3655 0.1203
Ballistic Coefficient G1 0.5474 0.3317 0.5277
Ballistic Coefficient G7 0.2832 0.2651 0.306

Trajectory 0 m 100 m 200 m 300 m 400 m 500 m 600 m 700 m 800 m 900 m 1000 m 1100 m 1200 m
Velocity [m/s] 790 735 681 629 578 530 484 441 400 362 330 305 287
Energy [J] 3'526 3'052 2'620 2'235 1'888 1'587 1'324 1'099 904 740 615 526 465
Time of flight [ms] 0 131 273 426 591 772 969 1186 1424 1688 1978 2294 2633
Wind drift [cm] 0 2 10 24 45 74 112 162 224 301 392 490 595
Trajectory 0 yds 100 yds 200 yds 300 yds 400 yds 500 yds 600 yds 700 yds 800 yds 900 yds 1000 yds 1100 yds 1200 yds
Velocity [fps] 2592 2461 2295 2135 1978 1829 1685 1550 1420 1296 1187 1080 1001
Energy [J] 3526 3178 2765 2393 2053 1755 1490 1261 1059 882 740 612 526
Time of flight [ms] 0 116 241 374 520 676 847 1031 1234 1457 1695 1977 2294
Wind drift [inch] 0 0.88 3.52 8.12 14.95 24.29 36.52 52.02 71.3 94.97 123.54 156.6 191.96
Test barrel length: 650 mm / Twist rate: 12 “ / Crosswind velocity: 5 m/s Reference conditions: 15 °C / 59 °F / 1013.25 hPa / 0 % humidity / 0 m/ft above sea level 

Trajectory cm 100 m 200 m 300 m 400 m 500 m 600 m 700 m 800 m 900 m 1000 m 1100 m 1200 m
Rifle zeroed at 100 m x -15 -47 -100 -178 -285 -427 -612 -849 -1150 -1530 -2002

200 m 7 x -26 -72 -143 -243 -379 -557 -786 -1080 -1453 -1918
300 m 16 17 x -37 -100 -191 -317 -487 -708 -993 -1357 -1813
400 m 26 36 29 x -52 -133 -250 -410 -621 -897 -1251 -1698
500 m 36 57 60 43 x -70 -177 -326 -527 -792 -1136 -1572
600 m 47 80 94 88 58 x -98 -235 -425 -679 -1011 -1436
700 m 61 108 136 144 127 81 x -124 -299 -539 -857 -1269
800 m 77 139 183 207 206 176 110 x -158 -382 -684 -1080
900 m 95 174 236 277 293 280 232 142 x -207 -493 -870

1000 m 115 216 299 360 398 406 379 309 188 x -262 -619
Trajectory inch 100 yds 200 yds 300 yds 400 yds 500 yds 600 yds 700 yds 800 yds 900 yds 1000 yds 1100 yds 1200 yds
Rifle zeroed at 100 yds x -4.93 -15.49 -32.58 -57.29 -90.93 -135.11 -191.76 -263.36 -352.88 -464.07 -601.42

200 yds 2.49 x -7.95 -22.52 -44.72 -75.85 -117.52 -171.66 -240.74 -327.75 -436.43 -571.22
300 yds 5.01 5.12 x -12.47 -32.15 -60.77 -99.9 -151.55 -218.13 -302.62 -408.74 -541.07
400 yds 8.15 11.41 9.02 x -16.44 -41.92 -77.91 -126.42 -189.85 -271.18 -374.19 -503.33
500 yds 11.3 17.69 18.45 12.66 x -23.07 -55.92 -101.29 -161.55 -239.77 -339.64 -465.64
600 yds 15.07 25.23 29.76 27.74 18.11 x -29.53 -71.13 -127.62 -202.07 -298.14 -420.37
700 yds 19.15 33.4 42.01 44.08 38.54 24.05 x -38.46 -90.87 -161.23 -253.22 -371.37
800 yds 23.87 42.83 56.15 62.93 62.1 52.33 32.04 x -48.46 -114.11 -201.39 -314.79
900 yds 29.21 53.51 72.18 84.3 88.8 84.38 69.43 41.97 x -60.68 -142.62 -250.71

1000 yds 35.19 65.45 90.09 108.17 118.65 120.19 111.21 89.72 53.32 x -76.96 -179.05
Maximum range: 5232 m / 5722 yds    Remark: Technical specification and numerical data are given as indication only and are of no contractual nature.
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